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MOVAL NOTES:

1 — AFTER THE NEW BACKFLOW PREVENTION ASSEMBLY IS INSTALLED,
TESTED AND ACTIVATED — SAW CUT EXISTING PIPE AND REMOVE EXISTING
VALVES, BACKFLOW PREVENTER, PRESSURE REDUCING VALVE ASSEMBLIES,
INCLUDING VAULT. REPLACE WITH 6 DUCTILE IRON PIPE WITH MECHANICAL
JOINT COMPRESSION FITTINGS. REMOVE AND/OR PLUG EXISTING PVC DRAIN
—— LINE. BACKFILL AREA UNDER PIPE WITH WASHED STONE TO PROVIDE
BEDDING FILL AREA WITH CLEAN STRUCTURAL SOIL, TAMP / COMPACT AND
INE GRADE AREA, SEED TO BLEND. PROVIDE ADEQUATE SHORING /
/ PROTECTION TO MINIMIZE IMPACT TO THE EXISTING SIDEWALK AND
CONCRETE CURB AND GUTTER. AREAS DAMAGED DURING CONSTRUCTION
HALL BE REPAIRED / REPLACED AS DIRECTED BY VA PERSONNEL AT

TAP ON REPLACEMENT DUCTILE IRON PIPE.,

CONTRACTOR'S EXPENSE. MAINTAIN / COORDINATE BUILDING #6 WATER /
N

2~ AFTER THE NEW BACKFLOW PREVENTION ASSEMBLY IS INSTALLED,
TESTED AND ACTIVATED ~ REMOVE EXISTING 8" WATERLINE HARDWARE TO
INCLUDE VALVES, BACKFLOW PREVENTERS, PRESSURE REDUCING VALVES, \

STRAINERS, AND OTHER ANCILLARY EQUIPMENT. SAW CUT PIPE AND
REPLACE WITH 8" DUCTILE IRON PIPE WITH MECHANICAL JOINT
COMPRESSION FITTINGS. REMOVE AND/OR PLUG EXISTING PVC DRAIN LINE,

FILL AREA WITH CLEAN STRUCTURAL SOIL, TAMP / COMPACT AND FINE

\/ BACKFILL AREA UNDER PIPE WITH WASHED STONE TO PROVIDE BEDDING

ONSTRUCTION SHALL BE REPAIRED / REPLACED AS DIRECTED BY VA

/mm>om AREA, SEED TO BLEND. PROVIDE AREAS DAMAGED DURING

ERSONNEL AT CONTRACTOR'S EXPENSE. MAINTAIN / COORDINATE
BUILDING WATER TAP ON REPLACEMENT DUCTILE IRON PIPE.

3—. AFTER THE NEW BACKFLOW PREVENTION ASSEMBLY IS INSTALLED,

WATERLINE HARDWARE TO INCLUDE VALVES, BACKFLOW PREVENTER,

/ TESTED AND ACTIVATED — REMOVE EXISTING 4 YARD SPRINKLER

PRESSURE REDUCING VALVE, STRAINER, AND OTHER ANCILLARY EQUIPMENT.

SAW CUT PIPE AND REPLACE WITH 4" PVC PIPE WITH MECHANICAL JOINT
COMPRESSION FITTINGS. REMOVE AND/OR PLUG EXISTING PVC DRAIN LINE.
BACKFILL AREA UNDER PIPE WITH WASHED STONE TO PROVIDE BEDDING.

LL. AREA WITH CLEAN STRUCTURAL SOIt, TAMP / COMPACT AND FINE
Mwmb&m AREA, SEED TO BLEND. AREAS DAMAGED DURING CONSTRUCTION

HALL BE REPAIRED / REPLACED AS DIRECTED BY VA PERSONNEL AT
CONTRACTOR'S EXPENSE. MAINTAIN / COORDINATE BUILDING WATER TAP
ON R CEMENT DUCTILE ﬁoz/v__um.
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¥ WATER SERVICE TAP
BUILDING 6 — MAINTAIN

EXISTING 6" DUCTILE

WATERLINE (FIELD VERIFY
SIZE AND LOCATION)

WATER o
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BASEMENT (N)
S.W. CORNER
CEILING RM. BN B

NEW 6° GATE VALVES AND REDUCED
PRESSURE PRINCIPLE BACKFLOW PREVENTION
ASSEMBLY (RP) IN ABOVE GROUND
ENCLOSURE "HOT BOX” (SEE PWC DETAILS
BFP—16 AND BFP-23, SHEET D-1). FIELD
VERIFY LOCATION WITH VA STAFF. SAW CUT
EXISTING 6" WATERLINE BELOW PROPOSED
RP AND CONNECT WITH (2) 6" ELBOWS.
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T NEW 6" MJ TAPPING SLEEVES

AND VALVES, IN VALVE BOXES -
SEE PWC DETAIL W.9, AND W.10,
SHEET D1.
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CEILING RM. S B1
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POST INDICATOR VALVES (PIV)

#
#2
#3
#4

SUPPLIES SPRINKLERS IN A, B, C AND D-WINGS
SUPPLIES SPRINKLERS IN BUILDING #3
SUPPLIES SPRINKLERS IN SUPPLY WAREHOQUSE
SUPPLIES SPRINKLERS IN BUILDING #4
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/ N \ PV 42
SERVICE ROOM
WATERLINE SIZE AND ROUTING, VALVE LOCATIONS AND
SIZING 1S PRESUMED BASED ON INFORMATION PROVIDED T0 ke HYDRANT
THE ENGINEER BY VA STAFF. FIELD VERIFY LINE SIZE AND
ROUTING PRIOR TO ANY CONSTRUCTION ACTIVITES IN THIS
AREA (HAND EXCAVATION MAY BE REQUIRED). OBTAIN
AS—BUILT INFORMATION FROM THE VA CONTRACTING
OFFICERS TECHNICAL REPRESENTATIVE (COTR) PRICR TO
ANY ONSITE WORK. _
PIV #4 DISCONNECT AND REMOVE A SECTION OF PIPE — PLUG @
AND RESTRAINT REMAINING WATER LINE UNDER
BUILDING 21. FIELD VERIFY SIZE AND LOCATION :

REMOVE EXISTING ELBOW AND EXTEND
EXISTING 8" (PRESUMED) WATER LINE,

PIY #

PIFE REPAIR
(TO PIV?) 10/06
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NEW 8" MJ TAPPING SLEEVE AND
VALVE, IN VALVE BOX — SEE PWC
DETAIL W.9 AND W.10, SHEET D1,
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NOTES:

EXISTING CONDITIONS INFORMATION PROVIDED BY THE VA HOSPITAL.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL EXISTING UTILITIES
TO REMAIN DURING ALL CONSTRUCTION ACTIVITIES.

CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFICATION OF ALL
EXISTING UTILITIES PRIOR TO THE BEGINNING OF CONSTRUCTION.

Y -

o

™~ TO THE MUTCD, AND VA HOSPITAL STAFF DIRECTION.

S. INFORMATION ABOUT UNDERGROUND FACILITIES AND SUBSURFACE CONDITIONS
INDICATED ON THE DRAWINGS IS BASED ON INFORMATION READILY AVAILABLE TO
THE ENGINEER. THE ENGINEER HAS NOT CONDUCTED AN EXHAUSTIVE
INVESTIGATION OF SUCH FACILITIES OR CONDITIONS, AND THEREFORE MAKES NO

-
~ 4. CONTRACTOR SHALL BE RESPONSIBLE FOR TRAFFIC CONTROL MEASURES
FOR ALL WORK WITHIN THE SITE AREA PER THE MANUAL ON UNIFORM TRAFFIC
\\.\\.tllil!!.. CONTROL_DEVICES FOR STREETS AND HIGHWAYS AND THE N.C. SUPPLEMENT

MAN WATER WARRANTY TO THE CONTRACTOR OR ANY OTHER PARTY REGARDING THEM.
VALVE THE CONTRACTOR IS ADVISED THAT THIS INFORMATION MAY NOT BE COMPLETE,

AND THAT EXISTING UNDERGROUND FACILITIES AND CONDITIONS MAY DIFFER FROM
THOSE INDICATED ON THE DRAWINGS. THE CONTRACTOR IS ALSO ADVISED THAT
fF DIFFERING CONDITIONS EXIST, THEY MAY BE ENCOUNTERED DURING THE COURSE
OF THE PROJECT WORK, AND THEY MAY IMPACT THE PROJECT SCOPE AND TIME
REQUIREMENTS.

COORDINATE WITH VA PERSONNEL PRIOR TO ANY CONSTRUCTION ACTIVITIES ON SITE.
CONTACT BRANDON CARTER, (910) 482-5069, AT LEAST 48 HOURS
PRIOR TO SITE MOBILIZATION.

7. PROTECT ALL TREES, SHRUBS, AND OTHER LANDSCAPING DURING CONSTRUCTION.
—— MAINTAIN ADEQUATE DISTANCE FROM EXISTING TREE ROOT ZONES.
INSTALL TREE PROTECTION FENCE IN AREAS DESIGNATED BY VA STAFF.

8. GATE VALVES USED WITH BYPASS LINE — UPON INSTALLATION
OF RP ASSEMBLY DISCONNECT / REMOVE THE BYPASS LINE. MAINTAIN
/mA » SECTION OF PIPE AT/NEAR THE VALVES — PLUG AND RESTRAINT UPON

&

RP ACTIVATION.

/ 9. FIELD LOCATE ELECTRICAL CONDUIT FOR WIRING TO THE ABOVE GROUND
/ ENCLOSURES. COORDINATE WITH V.A. STAFF FOR ELECTRICAL SERVICE TAPS AND
ROUTING. ALL ELECTRICAL WORK TO BE DONE BY A N.C. LICENSED ELECTRICAL
/ CONTRACTOR.
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Dev . NEW 4" GATE VALVE AND REDUCED PRESSURE
/ {MAIN CUT-OFF / PRINCIPLE BACKFLOW PREVENTION ASSEMBLY
YARD SPRINKLER) (RP) IN ABOVE GROUND ENCLOSURE "HOT BOX”
/ (SEE PWC DETAILS BFP—16 AND BFP-23,
'y SHEET D-1). FIELD VERIFY LOCATION WITH VA
\ / STAFF PRIOR TO FABRICATION.
EXISTING BACKFLOW PREVENTER ASSEMBLIES, /
VALVES AND VAULTS TO BE REMOVED — SEE
BACKFLOW PREVENTER / VAULT REMOVAL -
(41)  BACKRLOW PREVNTER, [ vAULT ok EXSTNG GAS METER — FIELD VERIFY
ASSEMBLIES UNTIL. NEW SYSTEM IS ACTIVATED, | WATERLINE CONSTRUCTION
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EXISTING 8" DUCTILE
WATERLINE ~ FIELD VERIFY

SEE NOTE 7 FOR TREE / SIZE AND LOCATION
LANDSCAPE PROTECTION
MEASURES IN THE AREA

EW 8"x6” TEE.

NEW. 6" GATE VALVE — SEE NOTE 8
90" ELBOW

NEW 8" GATE VALVE IN VALVE BOX.

NEW 8" PRESSURE REDUCING VALVES LOCATE
IN ABOVE GROUND ENCLOSURE - SEE DETAIL,

NEW TEMPORARY 6" "HYPASS” SHEET D-1
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